
 

 

 

 

       

                      

  

 

Drill inspection system with motorized winch 

Dual view camera (down and side, motorized) 

 

ALLWAN-SECURITY designs and manufactures video camera since 2002. 

We are the official CAMFOR HD partner which is a complete and versatile tool thanks to its dual view motorized camera 

and the built-in text editor (voice and/or text on video) 

The high power leds illuminator offers clear and high quality images in color. 

The motorized winch simplifies your trasks. 

 

 

▪ Dual view rugged motorized camera 

▪ Wire guide for uniform winding 

▪ Reinforced chassis with place to store the camera 

▪ Dual reel system special field 

▪ 500m depth video camera 

▪ Motorized winch, 100 to 500m available 

▪ Odometer (meter counter) 

▪ Simple and heavy duty monitoring case 

▪ OSD text live on video 

▪ Tripod with pulley as option 
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CAMFOR HD: Versatile Borehole inspection tool 

Camera 

▪ 45mm diameter 

▪ Dual axial and radial 120° FoV view 

▪ Pan 360° rotation 

▪ Centring set with variable diameter provided 

▪ Color viewing 

▪ Dual hi power illuminators 

▪ IP68 50 bars (500m underwater) 

▪ Focus starts from 3cm to infinite 

Motorized winch 

▪ Motorized reel with HQ slip ring: allows to watch 

perfectly the video during unrolling 

▪ Standard cable length : 100m 

▪ 200, 300, 400, or 500m available as option 

▪ Cable guide for uniform winding 

▪ Protected chain to increase security 

Monitoring case 

▪ Reel control (roll and unroll) 

▪ Camera pan control  

▪ Leds illumination level 

▪ Live view and recording 

▪ Live text comments typing on the video. 

▪ Voice recording (comments) 

▪ On screen temperature and cable meter 

▪ On screen direction display 

▪ Playback with audio 

▪ Digital zoom x 8 

▪ Emergency stop button 

Options 
▪ Reel  200 - 300 – 400 – 500m 

▪ Tripod, 250Kg max load 

▪ Carrying case for camera storage 

Power ▪ Case : jnternal battery, 6h 

▪ Reel: 230VAC 

Drill inspection system with motorized winch 

Dual view camera (down and side, motorized) 
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